STIC Database Tracking Number: 



TO: Shumaya AN 
Location: RND 7d58 
Art Unit: 3771 
Thursday, March 01, 2007 



From: Ethel Leslie 
Location: EIC 3700 
RND 8A34 

Phone: 571-272-5992 



Case Serial Number: 10/681076 



Ethel.leslie@uspto.gov 




Shumaya, 



Attached is the completed search for a shape-retaining condom. I searched the inventors in the patent as well 
as non-patent literature and the results are included. I did an extensive search on the requested topic in a 
number of bibliographic and full-text databases as well as on the Internet. I found several items that I think 
looked particularly relevant - they are marked with colored flags. Please be sure to look over all the results 
as there may be other items of interest. I have attached the search strategies used for the searches performed. 

I hope you find this search helpful. If you have a moment, please fill out the attached STIC Feedback Form. 
And, if there is anything I can do to refine or revise this search, please let me know. 

Sincerely, * 
Ethel Leslie (ASRC) » /) 





Scorch ond Information 
Resources Adroinotrction 



Set Items Description 

51 18566 S CONDOM? ? OR PROPHYLACTIC? OR PROPHYL ( ) ACTIC? ? OR (BIRTH () CONTROL? OR 
CONTRACEPTIV? OR ANTIFERTILIT? OR ANTI () FERTILITY) (3N) (DEVICE? ? OR APPARAT?) 

52 4106 S PENIS? OR PENILE? OR PHALLUS OR PHALLIC? OR ERECT? (2N) (ORGAN? ? OR 
TISSUE?) 

53 76759 S (ELASTOMERIC? OR ELASTO ( ) MERIC? ? ? ? OR ELASTIC????? OR LATEX OR PLASTIC? 
? OR SILICONE OR RUBBER? OR POLYURETHAN? OR POLY ( ) URETHAN? OR PU) (3N) (SHEATH? OR WALL? ? 
OR TUBE OR TUBES OR SLEEVE? OR TUBULAR?) 

54 91531 S (FLEXIBLE? OR RESILIEN? OR SOFT OR SOFTEN??? OR PLIAB?) (3N) (SHEATH? OR 
WALL? ? OR BODY? ? OR BODIES OR TUBE OR TUBES OR SLEEVE? OR TUBULAR?) 

55 308340 S (NON OR "NOT" OR WITHOUT) (3N) (DEFORM? OR DISTORT? OR CHANGE? ? OR 
CHANGING OR ROLL? ? OR ROLLING OR ROLLED) OR (SHAPE? ? OR SHAPING OR FORM OR FORMS OR 
FORMED OR CONTOUR? OR CONFIGURATION?) (3N) (RETAIN? OR HOLD??? OR UNALTER?) 



S6 


1012200 


S 


TAPER? OR NARROW? OR SMALLER OR (DECREAS??? OR REDUCE? ? 


OR REDUCING < 


REDUCTION) (3N) (WIDTH OR SIZE? ?) 




S7 


2809327 


S 


NECK? ? OR NECKBAND? OR THROAT? ? OR OPENING? OR COLLAR? 


? OR HOLE OR 


HOLES 


OR LUMEN? 


? 






S8 


61508 


S 


S6(5N)S7 




S9 


0 


S 


S1:S2 (S) S3 :S4 (S) S5 (S)S8 




S10 


0 


s 


S1:S2 AND S3:S4 AND S5 AND S8 




Sll 


28 


S 


S1:S2 (S) S3:S4 (S) (S5 OR S8) 




S12 


467500 


s 


IC=(A61F? OR A61H? OR A61B? OR A61D?) 




S13 


24 


S 


Sll AND S12 




S14 


4 


S 


Sll NOT S13 




S15 


13 


s 


SI AND S3:S4 AND (S5, OR S8) 




S16 


6 


s 


S15 NOT Sll 




S17 


104 


s 


SI (S) (S5 OR S8) 




S18 


0 


s 


SI AND S5 AND S8 




S19 


55 


s 


(S17 NOT (Sll OR S16)) AND S12 




S20 


9 


s 


SI AND S3 :S4 AND S5 




S21 


0 


s 


S20 NOT (Sll OR S16 ORS19) 




S22 


32 


s 


SI (25N)'S5 




S23 


7 


s 


S22 NOT (Sll OR S16 OR S19) 




; show files 









[File 350] Derwent WPIX 1963-2006/UD=200713 
(c) 2007 The Thomson Corporation. All rights reserved. 

*File 350: DWPIhas been enhanced to extend content and functionality of the database. For more info, visit 
http://www. dialog, com/dwpi/. 



[File 347] JAPIO Dec 1976-2006/Oct(Updated 070201) 
(c) 2007 JPO & JAPIO. All rights reserved. 



13/12/1 (Item 1 from file: 350) Links 
Derwent WPIX 

(c) 2007 The Thomson Corporation. All rights reserved. 
0016328439 

WPI Acc no: 2007-044608/200705 
XRAM Acc no: C2007-015410 
XRPX Acc No: N2007-030945 

Thick-walled tubular condom manufacturing method, involves casting mold for condom, 
inserting material into mold, allowing material to cure, removing condom from mold, forming 
condom into flat shape, and packaging condom for sale 

Patent Assignee: RESNIC D (RESN-I) 
Inventor: RESNIC D 
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Alerting Abstract US Al 

NOVELTY - The method involves casting a mold for a thick-walled tubular condom and inserting a 
material into the mold by an injection molding or thermal molding. The molded material is allowed 
to cure and the condom is removed from the mold. The condom is formed into a flat shape by laying 
the condom flat where the condom folds in a bellows manner for the condom to collapse 
longitudinally and is packaged for sale. 

USE - Used for manufacturing a thick- walled tubular condom that is utilized by a male or by a 
female partner. 

ADVANTAGE - The method produces a simple, inexpensive, convenient, comfortable, desirable and 
efficacious condom. The condom offers a comfortable, natural fit, economically designed, unisex 
condom device that provides increased sensitivity simulating natural tactile sensation, provides easy, 
instant application, enhances male (organ) stamina and sexual enjoyment for both active and passive 
sexual partners, does not break, leak, slide off a penis or slip out from a sexual orifice due to 
vigorous friction during sexual intercourse under normal use, and provides superior protection 
against sexually transmitted disease (STD), sexually transmitted infection (STI) and/or for the 
prevention of pregnancy. 

DESCRIPTION OF DRAWINGS - The drawing shows a cross-sectional view of a thick-walled 
tubular condom. 

2 Proximal open end 

3 Strap 

5 Closed collection well 
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Introducing device for use with e.g. tampon includes finger mounting mechanism and holder 
that is insertable into user's vagina 

Patent Assignee: LAMB J J B (LAMB-I); LAMB P J B (LAMB-I) 
Inventor: LAMB P J B 
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Alerting Abstract WO A2 

NOVELTY - An object introducing device comprises finger mounting mechanism such that the 
device is mountable on a user's finger, and a holder that protrudes from the finger mounting 
mechanism. The holder is insertable into a user's vagina and is configured to hold the object while 



being inserted into the user's vagina and then release the object once positioned inside the vagina. 
USE - For introducing an object (e.g., tampon) into a vagina. 

ADVANTAGE - The inventive device has a length that provides effective depth of tampon 
deposition into the vagina. It has a body of soft, elastic material which is less difficult and painful to 
insert than prior applicators. Its body cross-section is easier and more comfortable to insert into a 
vagina. Its holder has a shape that reduces the friction against the back wall of the vagina. Further, its 
body has a glans penis like leading end that provides an easier and more comfortable insertion than 
the leading end portions of conventional devices. The shape of the leading end reduces the risk of 
micro-trauma on the vaginal wall and thus reduces the risk of infection. The cover avoids the user's 
hand coming in contact with vaginal discharge, thus improving hygiene and reducing the risk of 
transmission of diseases such as hepatitis and other diseases. 

DESCRIPTION OF DRAWINGS - The drawing shows a side view of the inventive device. 
12 Elongate body 
16 Leading end 
26 Holder 
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Cover for circumcised penis comprises dome-shaped sheath formed from elastically resilient 
gas-permeable material, lining of moistening material attached to and covering inner surface of 
the sheath, and adhesive material 

Patent Assignee: OLOFSSON N D (OLOF-I) 
Inventor: OLOFSSONND 
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Alerting Abstract GB A 

NOVELTY - Protective penis cover comprising a dome-shaped sheath formed from elastically 
resilient gas-permeable material, a lining attached to and covering an inner surface of the sheath and 
which is formed from a moistening material capable of containing a moistening agent, and an 
adhesive material at the proximal end of the sheath, is new. 

DESCRIPTION - Protective penis cover comprising a dome-shaped sheath formed from elastically 
resilient gas-permeable material (16) and having a first opening at a proximal end (28) and a second 
smaller opening at a distal end (26) comprising the tip of the sheath, a lining attached to and 
covering an inner surface of the sheath and which is formed from a moistening material (18) capable 
of containing a moistening agent, and an adhesive material (14) at the proximal end of the sheath. 
The cover can be placed over the glans and corona of a wearer's penis. The penis is inserted through 
the first opening so that the urethral opening of the penis is positioned adjacent the second opening 
with the glans and corona contacting the lining, and removably fixed in position through contact of 
the adhesive material with the shaft of the wearer's penis. 
USE - The cover is used on the exposed glans of a circumcised penis. 

ADVANTAGE - The inventive device is highly efficient in operation, comfortable, durable, strong, 
easy to use, stays in place on the wearers penis, disposable, has fewer parts, is simple in 
construction, and inexpensive to manufacture. It protects the penile glans from abrasions and 
irritations from the wearer's apparel and insulates the penile glans. It provides for a safe and effective 
release of moisture and restores the sensitivity of the penile glans. It is manufactured with various 



sizes and shapes to accommodate penises of different sizes and shapes. 

DESCRIPTION OF DRAWINGS - The drawing is a side view of a protective penis cover. 

14 Adhesive material 

16 Elastically resilient material 

1 8 Moistening material 

26 Distal end 

28 Proximal end . 
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Alerting Abstract DE Ul 

NOVELTY - The main, soft rubber body (1) has a small motor (2) generating eccentric vibrations. 
The main body has an upward-tapering, through-hole (11) into which the penis is inserted. 
USE - The penis is encouraged to function by the vibration generated, which prevents the blood in 
the veins from flowing back. 

ADVANTAGE - The aid eliminates impotency without the use of medicines and improves the 
quantity and quality of sexual activity in men. 
DESCRIPTION OF DRAWINGS - The drawing shows the aid. 

1 Main body 

2 Motor 
11 Hole 
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Method of using controlled discharge condom - involves providing cylindrical tube with 
opening at distal end to allow passage of semen 
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Alerting Abstract US A 

The method involves providing a cylindrical tube (10) of flexible material with a first opening (16) at 
one end for receiving the penis and a second smaller hole (20) located at the other end for permitting 
semen to pass out of the condom and into the vagina during intercourse. 

The tube is placed over the penis shaft and glans before intercourse. The tube can be formed of latex. 
Alternatively, the condom can have a selectively adjustable cover for the hole. 
ADVANTAGE - Allows user to produce children with reduced risk of disease transmission. 
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External catheter for male urinary drainage - has elastic sheath with internal annular flap for 
positioning around penis shaft as seal against urine leakage 
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Alerting Abstract EP Al 

The proximal end (1 1) of the elastic sheath has an internal adhesive covering (18) for attachment to 
the penis shaft. An integral annular flap (16), in the form of a truncated cone, extends inwardly from 
the internal surface of the intermediate section (12). This section is linked to the distal drainage tube 
section (13) by a convoluted section (15). 

The flap is positioned longitudinally so that, when the catheter is fitted, it surround the penis shaft. 
The diameter (d) of its aperture (17) is such that it will slide over the glans end of the flaccid penis 
with only limited stretching. 

ADVANTAGE - Because the flap seals around the shaft of the penis, its internal opening is relatively 
large. This makes the catheter easier to fit reliably and more comfortably than types with longer 
internal sleeves which have smaller distal openings and must cover the glans. 
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Device for urine drainage - has rearward portion to loosely receive penis and adhesively attach 
to it 
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Alerting Abstract US A 

The device comprises a generally tubular sheath of one-piece construction and of flexible material, 
presenting a wall formed continuously about a longitudinal axis. It includes a forward portion of 
longitudinal extent internally defining a fluid passage. 

A substantially shape-retaining rearward portion of longitudinal extent emerges from the forward 
portion and generally progressively enlarges in circumference substantially its entire length as it 
progresses longitudinally away from an internally defined forward discharge opening. 
USE - A device for urine drainage which is mouldably conformable about a penis and adhesively 
securable. @(8pp Dwg.No. l/8)@ 
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Condom comprising annular shaped sealing element - of elastic circumscribing interior 
opening of smaller size then proximal end and joined to main sheath 
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Alerting Abstract WO A 

A condom comprises an annular-shaped sealing element, formed of an elastic material, 
circumscribing an interior opening of a smaller size than the prixmal end opening of the condom, and 
joined at the outer periphery of the sealing element to the main sheath, at or in the vincinity of the 
proximal end opening. 

Pref condom (10) comprises a main sheath portion (12) having a closed distal end (14) and an open 
proximal end (16) which may be circumscribingly bounded by a ring (18) of elastic material. 
ADVANTAGE - Condom is readily, simply, and cheaply formed. @(67pp Dwg.No.l/35)@ 
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Sheath for incontinent male - is thin rubber sleeve fitting over penis with planar valve at distal 
end and external funnel leading to collection bag 
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The incontinence protector comprises a tubular sleeve made of thin rubber which has a valve at the 
distal end. The valve is made from two flattened parts (12, 14) of the wall which form a narrow, 
elongated opening. 

The funnel is fitted over the end of the sleeve and valve using an external latex rubber collar. The 
funnel is made of a thicker material than the sleeve and the excreted urine passes down the funnel 
into a bag strapped to the user's leg without contacting the outside of the penis. 
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Male garment for protecting penis, has one-piece elasticized cotton tubular sheath including 
proximal end opening, distal end opening and slit 
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NOVELTY - A male garment has a one-piece elasticized cotton tubular sheath sized to cover a penis. 
The sheath includes a proximal end opening closest to a wearer's body and having a retaining closure 
to retain the sheath around the base of the wearer's penis and scrotum; a distal end opening that 
allows the wearer to urinate without removing the sheath; and a slit adjacent the retaining closure. 
DESCRIPTION - A male garment for protecting a penis (2), has a one-piece elasticized cotton 
tubular sheath (1) sized to cover the penis. The tubular sheath includes two open ends having a 
proximal end opening (6) closest to a wearer's body and a distal end opening (7) that allows for 
urination by the wearer without the removal of the sheath. The proximal end opening has a retaining 
closure to retain the sheath around the base of the wearer's penis and scrotum (3). The sheath also 
includes a slit (5) adjacent the retaining closure. The slit has a length that is (similar) 1/3 of the length 
of a circumference of the sheath. When the wearer's penis and scrotum are passed through the 
proximal end opening, the scrotum is then inserted through the slit. It is then uncovered and assists in 
the securement of the sheath to the wearer without the use of a waistband or leg straps. 
USE - The invention is used for protecting a penis. It is also used as a surgical or medical bandage. 
ADVANTAGE - The invention provides a one-piece garment with clean, simple lines that do not 
distort, deform or interfere with the natural shape and functioning of male genitals. It 
accommodates the natural changes in size and shape that occur with the penis and scrotum. It 
provides the male wearer with an improved garment to be worn as underwear that follows the natural 
separation between the penis and the scrotum. It accommodates and protects the ever-changing shape 
and movement of male genitals, provides a sense of freedom, is free of binding waistbands and/or leg 
straps, requires no awkward fly construction (yet provides easy access for urination), and provides 
protection for the circumcised penis. The simplicity of the garment allows comfort to the wearer no 
matter what the activity, thus eliminating most of the discomforts inherent in conventional 
undergarments, constriction, friction, chafing, and distortion. 

DESCRIPTION OF DRAWINGS - The figure is a side view of a male garment as it is worn. 

1 One-piece elasticized cotton tubular sheath 

2 Penis 

3 Scrotum 

4 Drawstring 

5 Slit 

6 Proximal end opening 

7 Distal end opening 
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Finger sheath or condom for use during stimulation of male prostate gland, has end portion 
made thicker than remainder of sheath, and elastic ring with higher elastic modulus than 
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NOVELTY - The sheath (10) has a lubricant and an end portion (12) made thicker than the 
remainder of the sheath. One end of the sheath is reinforced and the other end (14) defines an 
aperture for receiving a finger (18). The latter end terminates in a region of a base (28) of the finger, 
and a protrusion in the form of a tab (22) protrudes from the sheath adjacent to the latter end. A 
retaining unit in the form of an elastic ring (20) extends around the aperture. The elastic ring has a 
higher elastic modulus than the remainder of the sheath. Pulling the protrusion encourages the sheath 
to turn inside out. 

USE - Used for covering a finger of a man and woman during a stimulation of a male prostate gland. 
ADVANTAGE - The sheath prevents the transfer of faeces and bacteria from the anus to the finger 
during the stimulation of a male prostate gland, thus preventing contamination of the other parts of a 
body. The end portion is made thicker than the remainder of the sheath, thus reducing the likelihood 
of the sheath getting pierced by a fingertip or fingernail. The elastic ring has a higher elastic modulus 
than the remainder of the sheath, thus gripping the base of the user's finger to reduce the likelihood 
of the sheath being removed during use. The protrusion in the form of the tab protrudes from the 
sheath adjacent to the end, thus facilitating the removal of the sheath from the finger. One end of the 
sheath is reinforced, thus preventing piercing of the sheath by the finger. Pulling the protrusion 
encourages the sheath to turn inside out, thus trapping faeces or bacteria, and hence making disposal 
easier. The utilization of the lubricant aids the insertion of the user's finger into the anus and 
increases the pleasure experienced by a user being stimulated. 

DESCRIPTION OF DRAWINGS - The drawing shows a perspective view of a sheath. 

10 Sheath 

12 End portion 

14 End 

1 8 Fingers 

20 Elastic ring 

22 Tab 

24 Exterior surface 
26 Fingertip 
28 Base 
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Receptive condom assembly e.g. for male or female use - has thin uniform elastic condom with 
front end, rear end and ring which resides outside retaining insertion tube 
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The condom has a body (1) and an insertion element (2) and the body is phallic in shape, closed at 

one end and open at the other. Affixed to the open end is a cushioning ring (la) which it is difficult to 

pull apart or tear. The insertion element (2) serves to store and house the condom. 

The condom is placed closed end first into an open rear part (2a) of the insertion tube. The 

cushioning ring resides outside the insertion tube. 

ADVANTAGE - Prevents accidental tearing or splitting of condom. 
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NOVELTY - The condom mould (30), designed to be fitted to a mandrel and dipped in a liquid, 
preferably latex, has a tip (31) with a double bulb (33, 35), connected by a tapering portion (38) 
having an angle of 30 - 60 degrees to a portion (34) with an enlarged cylindrical section covering a 
height slightly greater than its diameter. 

DESCRIPTION - The condom mould (30), designed to be fitted to a mandrel and dipped in a liquid, 
preferably latex, has a tip (31) with a double bulb (33, 35), connected by a tapering portion (38) 
having an angle of 30 - 60 degrees to a portion (34) with an enlarged cylindrical section covering a 
height slightly greater than its diameter. Once the latex has dried the condom is removed from the 
mould by rotary brushes that roll it up, with the cylindrical portion forming a semi-rigid collar round 
its rim, and the tapering portion a funnel leading to the tip. 
USE - Protection against sexually transmitted diseases. 

ADVANTAGE - The enlarged collar and funnel make for easier fitting and also allow the condom to 
be used for oral sex. 

DESCRIPTION OF DRAWINGS - The drawing shows a perspective view of the condom mould. 



30 Mould 

31 Tip 

33, 35 Bulbs 

34 Cylindrical portion 

36 Sheath 

38 Tapering portion 
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NOVELTY - Provided is a condom having functional effect of continuously maintaining a desirable 
form available to disabled persons in erection by adapting a shape-retaining element, thereby to give 
convenience and satisfaction in use of the same. 

DESCRIPTION - The condom comprises a hollow portion(l 1) extending up to an entering 
portion(12) at an end; an outer surface element(lO) for retaining a desirable shape; and a shape- 
retaining element(20) having desired thickness and length to wind sexual organ of a user inside the 
outer surface element(lO) and to be closed to the hollow portion(l 1). The condom is utilized by 
firstly winding the sexual organ with the shape-retaining element(20) and closely contacting the 
outer surface element(lO) to the wound organ. 
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Secure condom has wide area that is extended from narrow area and has diameter larger than 
circumference of head of male member to prevent condom from splitting due to tightness 

Patent Assignee. GRIFFITHS C L (GRIF-I) 
Inventor: GRIFFITHS C L 



Patent Number 


Kind 


Date 


Application Number 


Kind 


Date 


Update 


Type 


US 20020139373 


Al 


20021003 


US 2001825483 


A 


20010403 


200279 


B 



Priority Applications (no., kind, date): US 2001825483 A 20010403 



Alerting Abstract US Al 

NOVELTY - An installation ring formed of hard plastic has a groove that allows area (B) of condom 
to be rolled up and stretched onto the installation ring. The area (B) has smaller circumference than 
the circumference of the shaft of the male member. Area (A) is extended from the narrow area and 
has a diameter larger than the circumference of the head of the male member to prevent condom from 
splitting due to tightness. 

USE - For preventing transmission of disease and unwanted pregnancies. 

ADVANTAGE - Fits the male members quite tight from the base of the penis to the rear of the head 
of the penis so that some effort is required to remove this condom over the head of the penis, 
preventing it from coming off during sexual intercourse. Obtains same sensation as no condom at all. 
DESCRIPTION OF DRAWINGS - The figure shows a side view of the secure condom. 
A Area 
B Area 
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Condom applicator for supporting condom in unstretched condition has tubular wall with 
expanded opening which becomes larger than applicator periphery when condom expands to 
size of expanded opening 
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NOVELTY - An axial tubular wall (4) has two axially opposing opening ends. The compressed 
opening becomes smaller than the condom 's circumference when condom is in compression state, 
and the expanded opening becomes larger than the applicator periphery and permits axial insertion of 
the penis when condom is in expansion state. The condom expands to the size of the expanded 
opening. 

USE - For supporting condom in unstretched condition in package. 

ADVANTAGE - Reduced fatigue stress exerted to the condom in the package, thus avoids wear and 
improve effectiveness of the condom during use. Allows condom to remain in good condition prior 
to use. 

DESCRIPTION OF DRAWINGS - The figure is a partial top view of a condom applicator. 
4 Axial tubular wall 
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NOVELTY - The novel safety condom consists of a body (1) formed by two compartments: a front 
(2) and a back (3) compartment. Compartments are separated and independent of one another by 
means of a partition or septum (4) which is intended to be located in balano-preputial sulcus of the 
penis, thereby forming a closed compartment (2) preventing spillage of semen. 
USE - Novel safety condom comprises body formed by two compartments 
DESCRIPTION OF DRAWINGS - 1 Body 

2 Front 

3 Back 

4 Septum 
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Adjustable male condom for preventing unwanted pregnancy and protecting against 
communicable diseases transmitted by the exchange of bodily fluids comprises a flaccid pouch 
and a flaccid pouch harness 
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NOVELTY - An adjustable male condom (10) comprises a flaccid pouch (20) having an elongate, 
hollow cylindrical body (22); and a flaccid pouch harness (30) having an annular retaining ring (32) 
attached to one end of the pouch, a pair of elongate retaining straps (40), each having one of its ends 
attached to the retaining ring, and grommet(s) on the pair of retaining straps. 
USE - The invention is used for preventing unwanted pregnancy and for protecting the wearer 



against communicable diseases including viral diseases, e.g. human immuno deficiency virus (HIV) 
which can lead to the development of acquired immuno deficiency syndrome (AIDS). It is also used 
in protecting the wearer against other sexually transmitted diseases (STDs), e.g. herpes, syphilis, and 
gonorrhea. 

ADVANTAGE - The inventive device is easy to properly apply to the wearer's penis prior to sexual 
activity. It is also adjustable to be securely retained on the wearer's penis during and after sexual 
activity. It includes a spermicide that is designed and constructed to be highly effective in preventing 
unwanted pregnancy and in combating public health concerns, e.g. transmission of STDs through the 
exchange of bodily fluids during sexual activity. 

DESCRIPTION OF DRAWINGS - The figure is a perspective view of the inventive adjustable male 

condom. 

10 Male condom 

20 Flaccid pouch 

22 Cylindrical body 

30 Flaccid pouch harness 

32 Annular retaining ring 

36 Application handle 

40 Retaining straps 
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NOVELTY - The applicator (1) consists of a hollow body (1) which is cylindrical in shape and has a 
narrow opening at one end and a wide opening at the other end for inserting the penis. The hollow 
body holds the condom in place. 
USE - For aiding a person putting on a condom. 

ADVANTAGE - Enables a quick simple and secure application of the condom. 
DESCRIPTION OF DRAWINGS - The drawing shows the steps of application. 
1 applicator 
1 hollow body 
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Alerting Abstract WO Al 

NOVELTY - The protective mini hat condom covers only the penis' head (glandis) for protection 
against infections and diseases that can be transmitted through sex while allowing a free and natural 
direct contact between vaginal clitoridis, big lips, and small lips. 

DESCRIPTION - An INDEPENDENT CLAIM is also included for a stability's holder principle that 
is based on the protective mini hat condom's elastic ring with or without tank which has to put 
underneath glandis' crown right on glandis' back furrow between the penis' crown and its prepuce, 
leaving penis' pipe totally free. 

USE - The mini hat condom is used to prevent infections and diseases that is transmitted through sex 
and to prevent unwanted pregnancy. 

ADVANTAGE - The mini hat condom doesn't affect the sensual pleasure that follows the free and 
natural contact between vagina and penis. It avoids any probable contact with the sperms. It can 
guarantee a perfect seal without bothering or changing the organ's diameter (claimed). 
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NOVELTY - A coupling ring (2) with a sealing and holding groove connects and seals the two 
condom parts. The division and seal are behind the direct funnel area. The inner diameter of the 
coupling ring and condom, corresponding to anatomical characteristics, is sufficiently large that the 
use of special bracing tools for expansion purposes is not necessary. 
USE - As a Catheterisable medical condom for drip incontinence. 

ADVANTAGE - Intermittent catheterisation is possible without having to change the condom. The 
condom can be handled manually without the aid special tools, even by patients with restricted hand 
functions. 

DESCRIPTION OF DRAWINGS - The figure is an exploded view showing particularly the coupling 
ring and the funnel formation. 
2 coupling ring 
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A contraceptive or sterilisation system occludes a reproductive body lumen to prevent the passage of 
reproductive cells. Occlusion is effected using a member (22) which is expandable in the lumen from 
a first to a larger second configuration. In the second configuration it is secured to a wall of the 
lumen. The occluding member is then contracted so that the wall secured to it also contracts to 
occlude the lumen. 

Also claimed is a kit for performing reversible sterilisation, comprises: (a) a catheter with inflatable 
member; and (b) an occluding member having tubular metallic framework with closed minimal 
diameter configuration of shape memory material. 

The kit comprises a plug is formed of fluoropolymers, high density polyethylene or silicone rubber, 
which may be radioactive to produce an inflammatory response. The plug may include a drug or 
other therapeutic agent which infuses to the reproductive tract. The agent may be a growth hormone 
to promote endothelial cell growth. 

USE - The contraceptive or sterilisation system is applicable to either a male or female. 
ADVANTAGE - The system provides effective sterilisation or contraception yet is easily reversed. 
The implantation and reversal of the device uses minimally invasive apparatus, e.g. catheters, guide 
wires, etc. 
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Micro-condom that fits over only glans of penis and its applicator - does not roll off penis in 
use, and applicator makes it easy to fit condom quickly in dark 
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Alerting Abstract CA A 

A micro-condom (20) has an impervious elastic tapered hood shaped to fit the glans of a penis. The 
x taper has a radius that increases non-linearly from its closed end to an intermediate section and then- 
decreases non-linearly. A constrictive closed band (S) is continuously sealed to the open end of the 
hood. 

Also claimed is a combined applicator and packaging for a micro-condom as above. It includes a 

releasing upper cover that may be of "Mylar" (RTM). 

USE - Micro-condom fits over only glans of penis and its applicator. 

ADVANTAGE - The micro-condom does not roll off penis in use. The applicator makes it easy to 
fit the condom quickly in the dark. 
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Mfg. longitudinally inelastic and resist tearing condoms - by using O-ring(s) to comb concentric 
filament mesh so aligned and stretched over matrix vertex ends are dipped in latex before 
trimming tips off and finally overall coating by dipping in latex 
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Alerting Abstract CA A 

A concentric mesh of filaments (1) tied at a central pt (2) is aligned with a matrix vertex. O-ring(s) 
(4) are moved along the matrix from the vertex stretch and its filaments align with the walls of the 
matrix. Central pt. and Oring(s) are briefly dipped in latex to form caps to hold the fibres. The 
uncombed fibres beyond ring(s) and the central pt are cut off. The remainder is dipped to produce a 
final latex coating. The finished condom is then rolled up and packaged. 
USE - Used for mfg. condoms. 

ADVANTAGE - The filaments prevent longitudinal stretching and thus tearing. 
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Condom for males - has cap placed on top of reservoir to allow flattening and prevent air 
entry, cap being connected to end of coiling 
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Alerting Abstract DE Al 

The condom is made of a flexible material, having an unrolling tongue (4), with ends (5) that can be 
griped by the user. The unrolling tongue is loosely coiled with the condom around a ring (1). On top 
of the reservoir (3) a cap (6) made of flexible material, is placed to compress and flatten the coiled 
condom, so as to keep air out. 

The cap is connected by a strip (7) to the coiling of the condom so that when unrolling of the coiling 
begins the cap is pulled and detached from the reservoir. 

ADVANTAGE - Easy to distinguish between the inner side and outer side. Can be rolled without 
direct touching by fingers, therefore eliminating damage by fingernails, rings, etc. Does not slip and 
does not require application of finger pressure on the reservoir. 
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Slip resistant contraceptive male condom - has anti-blocking outer surface, and internal 
surface with high coefft. of static friction, according to given standard scale 
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The condom (10), even in a rolled-up condition suitable for packaging or use, has a high coefficient 
of friction on the surface that comes into contact with penile skin, particularly the portion of this 
surface contacting the glans and preferably also the shaft of the penis. The outer surface (14) of the 
rolled condom, on the other hand, preferably has anti-blocking or release properties so that it can be 
rolled-up and unrolled without difficulty. 

The high coefficient of static friction i.e. greater than 0.70, (ASTM standard), and preferably less 
than about 1.0 on the interior surface (12) provides reliable frictional engagement of at least the glans 
and preferably also the shaft of the penis, so that the condom clings to the contours of the penis and 
resists slippage during intercourse. 

ADVANTAGE - Is comfortable to wear, breakage and spill resistant, easily donned and is strongly 
resistant to slippage. 
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Instant-on U-shaped condom holder package - has outer packaging surface treatment 
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The package includes a condom member, a condom carriage member having a U-shaped condom 
holder portion, and rupturable inner and outer packaging film members. Outer packaging surface 
treatment is provided to identify and to assure proper wear orientation of the packaged condom. The 
condom member is neatly gathered in a ready-to-use state about the U-shaped condom holder. 
The U-shaped configuration of the condom holder departs from traditional annular condom 
holders, and facilitate an unimpeded lateral removal of the condom holder from a positioned 
condom. The laterally removable U-shaped condom holder configuration, carrying a ready-to-use 
condom, along with the rupturable packaging film members produce an instant-on condom product. 
ADVANTAGE - Reduces the condom application time, and eliminates efforts associated with 
removal of the condom holder after the condom has been mounted. 
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Condom for male use - comprises open and closed ends with elastic ring formed as casing edge 
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The elastic ring is a tension ring (4), the internal dia. of which matches the. size of a periphery of the 
base of the penis, and which restricts the flow of blood from the arterial vessels in the erect member. 
The tension ring is toroidal and on its outside has at least two grips which are ring or lip-shaped. 
The casing (1) has sufficient width that it can be drawn over the penis without damage or rolling. 
Application means consist of a rigid ring (6), which on its outside in an equatorial direction has a 
notching or groove (8) so that the tension ring (4) of the condom being applied, when it is tensioned 
by the rigid ring (6), locates in the notching or groove, so that for application a sufficiently large 
opening is formed. 

ADVANTAGE - The tension ring on the condom corrects potency weaknesses. 
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Condom with extending sperm cell - has vertical narrow flat neck between body and cell for 
sperm to pass through 
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The condom has a body, a sperm cell extending forward from the body and the cell for the sperm to 

pass through in the cell. The sperm cell has an oval shape, the lower portion larger than the upper 

portion and the height is longer than the neck so that the sperm entering the cell may stay in the 

lower portion without few possibility to return through the neck to the body. 

Besides, a groove is provided at the front bottom of the body, conforming to the male sex organ. 
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ABSTRACT 



PROBLEM TO BE SOLVED: To provide a compact condom which can be used without coming-off 
or leak of semen, and which is hard to be. damaged. 

SOLUTION: In a bag main body of a rubber thin film opened and narrowed at one end, an opening 
edge part on the opening part side is formed thick. The bag main body is formed like a bag in such 
size as to cover the glans of the penis, with the opening edge part positioned and tightened to the 
penis around the glans. An inner bag of a rubber thin film opened at one end is installed inside the 
bag main body. At least an inner bag opening edge part of the inner bag and the opening edge part of 
the bag main body are jointed with each other, and an insert part is formed at a tip part of the inner 
bag. 
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INFECTIOUS DISEASE PREVENTIVE SUPPLEMENTAL UTENSIL, AND CONDOM 
HAVING INFECTIOUS DISEASE PREVENTIVE SUPPLEMENTAL UTENSIL 
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ABSTRACT 



PROBLEM TO BE SOLVED: To cover a region which comes into contact at the time of a sexual 
intercourse by a method wherein at the upper center of a band body, a penis passing hole is made, 
and at a lower part, a scrotum housing bag part is formed, and thus, a supplemental utensil main body 
is formed, and at the right and left end parts at the top of the supplemental utensil main body, 
detachable bands which can be fitted on a human body are attached, and detachable parts are attached 
to the penis passing hole. 

SOLUTION: At the upper center of a band body 1, a penis passing hole 2 having a smaller diameter 
than a penis is made, and at a lower part, a scrotum housing bag part 3 of the same material is 
formed, and thus, a supplemental utensil main body is constituted. Also, at the upper right and left 
end parts of the band body 1, detachable bands 4a, 4b which can be fitted on a human body are 
attached, and a plurality of detaching parts 5a-5d are attached to the penis passing hole 2. At the time 
of a usage, a commercial condom cylindrical body is fitted, and then, the penis is inserted from the 
penis passing hole 2 of the supplemental utensil main body, and release papers of the detaching parts 
5a-5d are peeled, and the condom cylindrical body and the supplemental utensil main body are fixed. 
In this case, the scrotum part of the user is housed in the scrotum housing bag part 3, and then, the 
supplemental utensil main body is fixed to the human body by peeling release papers of the 
detachable bands 4a, 4b. 
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ABSTRACT 

PURPOSE: To provide a contraceptive device of an intravaginal insertion type which is smoothly 
and safely insertable into the vagina and is capable of forming a contraceptive film having an 
excellent contraceptive property in the vagina by smoothly and safely inserting the front end into the 
vagina in such a manner that the front end is positioned near the ostium uteri. 

CONSTITUTION: The contraceptive device 1 is formed by making a front head part 2 having a 
hollow three-dimensional shape communicate with the one-side ends of hollow drum parts 4, 4a via 
connecting parts 3, 3a and providing the other ends of these hollow drum parts 4, 4a with a 



detachable insertion assisting means 6 and is formed of a water-soluble film-like material containing 
a contraceptive agent having deformable and form retaining properties. The peripheral surfaces of 
the connecting parts 3, 3a have rugged parts. As a result, the device is easily and surely insertable 
into the vagina even if the inside of the vagina has any form. In addition, the exact formation of the 
contraceptive film having high dynamic strength into the vagina from the ostium uteri is possible and 
the contraceptive film capable of maintaining the contraceptive property is yielded in spite of partial 
failure. 
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ABSTRACT 

PURPOSE: To enable a user to easily mount a condom without damaging this condom. 

CONSTITUTION: One end of a tape is formed as a clamping end 1 and the opposite end as an 
adhesive end 3. This tape has such an adhesive surface 4 which is attachable and detachable to and 
from the outer side face of the condom on one surface of this adhesive end 3. The length of a tape 
body 2 is nearly equal to the length of a condom body 6. While the tape has the width, thickness and 
suppleness to enable the tape to be smoothly taken up by sticking to the condom, the tape has a 
property not to be stretched in spite of pulling. The outer side face of the condom is then made 
identifiable by the clamping end 1 of the tape and the condom is mountable without rolling in the 
pubic hair, etc., by pulling the tape. 
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ABSTRACT 

PURPOSE: To provide an internal small condom capable of completely preventing the disease 
infection caused by copulation as well as pregnancy when inserted into a conventional condom for 
use. 

CONSTITUTION: An opening end 3 is formed at one end of a bag body 2 made of an extensible thin 
film material such as rubber, and the diameter of the opening end 3 is made smaller than the inner 
diameter of the largest portion of the bag body 2. A fastening section 5 having the extension .strength 
larger than that of the other portion is provided near the opening end 3. This internal small condom is 
formed so that the opening end 3 is located around a phallus main body at the distance within 20mm 
from the boundary between the glans section of the phallus and the phallus main body when it is 
fitted to the phallus. 



esp@cenet document view 



Page 1 of 1 



Hollow body shaped part as male erectional aid - acts also as condom and 
has thick-walled casing of suitable plastics with length somewhat longer and 
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Abstract of DE4225160 

The hollow body shaped part consists of a 
thick-walled tube with at one end an air tight 
glans type protuberance. It can be worn by a 
man without straps or other aids. The part is 
made of a soft thermoplastic, physiologically 
harmless material with great flexibility and roll- 
back ability. It consists of an expandable inner 
body (1 1 ) and a soft outer skin (1 0), melted 
one into the other. The outer skin can be given 
a wave-form structure or otherwise suitable 
formed. The head area which is glans-shaped 
can be filled with a foam material, and can be 
fitted with stimulating protuberances. 
USE/ADVANTAGE - In coitus, to enhance the 
performance of men whose member is too 
short or too thin or who suffer from a 
premature ejaculation. It is eminently suitable 
for men who have problems in sustaining an 
erection, and improves the pleasure level of 
the female partner. 
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Abstract of CA1 300999 

Herein presented is an intravaginal device to shield against contact with communicable infections and 
diseases. The device is an elastic container. The container functions similar to a condom but it can 
completely cover both the female and male genitalia. The device can contain lubricant jelly and its exterior 
is covered with lubrcant jelly. The elastic nature of the device allows it to conform to the surface shapes of 
the vagina and penis as the penis penetrates and enters into the vagina. The device is easy to use and - 
completely disposable. 
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Abstract of US49661 65 

A unisex condom to be worn as an underpant 
type garment with pocket or shaft type 
depressions or tubular extensions in the lower 
front and lower rear. During use the tubular 
extensions can be inserted inside the lower 
body cavities, vagina and anus or may be 
reversed or turned inside out for placement as 
a covering or exterior liner for a penis. This 
total covering of body parts will more fully 
protect the user from contacting or spreading 
disease as the result of sexual activities. 
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Receptive condom assembly 
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Abstract of US5598852 

A condom assembly adapted to be received by a 



passive sexual organ includes a condom and a 
biocompatible, water soluble, shape-retaining 
insertion element adapted to deliver the condom 
to a passive sexual organ, such as the vaginal 
cavity, prior to intercourse and without first 
affixing the condom to an erect penis. The 
assembly may include an applicator to further 
facilitate insertion of the insertion element 
housing a condom into the passive sexual organ. 
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Abstract: The first female condom will be on the market by fall of 1992, if it passes additional testing required by 
the Food and Drug Administration's Obstetrics and Gynecology Device Pariel. Wisconsin Pharmacal Company Inc 
plans to market the product, which was developed by Danish researchers to protect women from sexually 
transmitted diseases. The condom, called Reality, will cost between $2 and $2.25. 

Text: 



The Food & Drug Administration's Obstetrics & Gynecology Device 
Panel has recommended marketing approval for the first female condom. 
Approval requires additional testing, but the product could be on pharmacy 
shelves by next fall. 



"We don't see this as a significant delay," said Mary Ann Leeper, senior 
v.p. for development at Wisconsin Pharmacal, U.S. manufacturer of the 
condom. "We see this as a happy outcome." 

European health authorities have already approved the new condom 
under the name Femdom. It is on sale in Switzerland and should be available 
in England and France by summer. 

Called Reality in the United States, the device is a lubricated 
intravaginal pouch made of polyurethane . The pouch is about 7 in. long, 
with a small flexible ring inside the closed end and a larger ring at the 
open end. A woman pushes the smaller ring behind her pubic bone with a 
finger. The outer ring covers the vaginal opening during intercourse. 

Wisconsin Pharmacal is targeting women who bought more than a quarter 
of the 418 million male condoms' sold in the United States last year. It 
claims that about 751/ ( of the women and their partners who have tried 
Reality like it. 



Since the pouch is larger than an elastic male condom, many men find 
it less restrictive and more comfortable. Couples have also reported that 
it feels more like unprotected intercourse than standard latex condoms. The 
reason, Leeper said, is that Reality is thinner than male condoms and made 
of plastic, which transmits heat better than latex. 

Clinical trials with 1,700 women and more than 30,000 uses show that 
Reality has a contraception rate of about 85%, comparable to diaphragms and 
contraceptive sponges. The defect rate is 0.6%, compared with 3.5% for 
traditional male condoms. Reality tears during fewer than 1% of usages; the 
tear rate for male condoms is up to 14%. 

The OBDP called for an additional six-month trial with 200 women for 
further efficacy testing, label modifications, another rip and tear study 
on used condoms, and further efficacy testing. 

But efficacy is not what Reality is about. Danish researchers 
developed the product in the 1980s as a method for women to protect 
themselves against sexually transmitted diseases, especially AIDS. 

Getting some men to wear a condom is impossible, noted Dr. Mervyn 
Silverman, president of the American Foundation for AIDS Research and a 
Wisconsin Pharmacal consultant. "I think the female condom has the 
potential of having a significant effect of empowering women to deal with 
the epidemic of AIDS . " 

The same concern has produced two other devices: The Woman's Choice 
Female Condomme is made of latex, like most male condoms, but is about 3 0% 
thicker to reduce leakage and tears. It is inserted with an applicator like 
a tampon. Dr. Sam Lerman of Canton, Mich., has invented a unisex 
condom, a small polyurethane bikini with a sheath 

molded into the front. Depending on who is wearing the bikini, it becomes 
either a vaginal pouch or a penis sheath. 

Leeper notes that FDA has put all female condoms on a fast track for 
approval, but Reality is the first to get the nod. "They're truly concerned 
about an alternative for women to help protect themselves," she said. 
"We've just been working at it longer." Wisconsin Pharmacal originally 
applied for approval in January 198 9, but the FDA ordered more safety and 
efficacy tests. When approved, Reality will retail for $2 to $2.25, about 
three times the price of most male condoms. 

— Fred Gebhart 
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superior protection against sexually transmitted disease (STD), sexually transmitted infection (STI) and/or for the 
prevention of pregnancy. 
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